Speed For Sale LLC
Website: www.SpeedForSale.com/nissangtrparts
Email: Sales@SpeedForSale.com
Telephone: 770-777-4774
Location area: Atlanta, Georgia, USA

SpeedForSale.com’s Installation Guide Series:
HKS Super Sequential Blow-Off Valve Kit for 2009 GT-R
THIS ‘HKS SSBOV KIT’ CAN BE PURCHASED HERE:
https://www.speedforsale.com/nissangtrparts/super-sequential-p663.html?osCsid=oiullugcc5l9ajobtqi8ojqrv2
YOU CAN ALSO VIEW OUR ‘STAGED POWER UPGRADES’ HERE:
https://www.speedforsale.com/nissangtrparts/speed-sale-speedforsale-staged-powerupgrades-p-1030.html?osCsid=2airirkvjdgqclcjmqfiildbt3
Article written by Jared Pink. Article revised and converted to PDF by Jeremy
Blackwell.
Time:
30 minutes
Difficulty:
Easy
Description:
This is a brief description of the installation of the upper hard pipes and HKS SSQV's
onto a R35 GTR
Tools Needed:
Basic hand tools
Preparation:
Disconnect the battery.
Instructions:
Begin by unplugging the pressure sensor connector, and removing it's stay from the
factory pipe.
Next disconnect the Large recirculation hose and small 6mm reference hose from the
bypass valves.
Loosen the hose clamps that hold the rubber couplers to the throttle body, and to the
fender intercooler pipe. You can loosen the clamp through the small opening between the
air cleaner and the front reinforcement.

Remove the pipes from the vehicle. Swap the pressure sensors to the HKS Pipes. You
may need to add some washers to the bolt to install them.

Take the couplers and put the clamps in place over them. They have the silicone
protectors that go under the worm clamps, be sure to put this in place! Use a silicon
spray, or dishwater/soap mixture to lube the silicon and slide into place on the HKS pipe.
Put the pipe into position and tighten the screw clamps.
Plug in the Pressure sensor. Attach the return hose to the recirculation port of the HKS
BOV.
Take the filter and place the large end on the factory 6mm vacuum line. Attach the
vacuum line to the other side of the filter and run to the BOV nipple. be sure to keep a
large radius to prevent pinching. I also advise the use of zip ties to secure the vacuum
lines.

