T1R Intercooler pipe kit - Nissan GTR R35 09+
**Article reviewed and touched up by SpeedForSale.com**

△ IMPORTANT PLEASE READ △
◎ This kit is specifically made for the model above.
◎ Installation should be performed by a professional or trained specialist who is very familiar with
the automobile's mechenical.
◎ If installed by an untrained person, it may cause damage to this kit as well as the vehicle.
◎ Follow the Nissan GTR service manual to remove the stock bumper & intercooler piping.
◎ Warranty only will be given for defected components only within 3 months after purchase date.

Parts List

1) Pipe A x 1

2) Pipe B x 1

3) Pipe C x 1

4) Pipe D x 1

5) Pipe E x 1

6) Pipe F x 1

7) Pipe G x 1

8) Pipe H x 1

9) 70x70x70mm silicon hose x 7

10) 70x70x130mm silicon hose x 2

11) 70x70x100mm silicon hose x 1

12) 70-90mm hose clamp x 22

Installation Guide
1) Begin by removing the factory bumper cover and OEM intercooler piping. Also remove the front bumper impact beam

2) Install vacuum sensor on to Pipe E & Pipe F.

3) Install factory diverted valve onto Pipe E & Pipe F.
You can now either start on either side 1st but we will start from the driver side.
4) Install 70x70x70mm silicon hose to the throttle body then install Pipe-F. Fit the 70x70x130mm
silicon hose onto the other side of Pipe-F.
5) Install the intercooler bracket on the chassis frame then install Pipe-B. Tight the 12mm
bolts to 20 ft/lbs torque.

6) Install Pipe-D to the upper portion of the intercooler. To make this easier, remove the 2 12mm bolts that mount the top of the intercooler to the shroud.
This will allow you to pull the intercooler forward. Tighten the 12mm bolt to 20 ft/lbs torque

7) Align all the piping and secure the silicon hose with supplied hose clamps. Then secure the
Pipe-B to the intercooler pipe bracket with the supplied hose clamp.

8) Install 70x70x70mm silicon hose to the charge pipe off from the Turbo. Then install Pipe-A.
Use 70x70x70mm silicon hose to connect Pipe-A to the factory hard pipe located at the lower portion
of the intercooler. Secure the hose clamps after you line up the Pipe-D.
** Double check and make sure all the clamps and bolts are secure**
9) Re-install the Diverted pipe back to the diverted valve. **You may need to shorten the pipe a bit in
order to make it line up properly.

Passenger side
10) Install 70x70x70mm silicon hose to the throttle body then install Pipe-E. Fit the 70x70x130mm
silicon hose onto the other side of Pipe-E.
11) Install the intercooler bracket on the chassis frame then install Pipe-C. Tight the 12mm
bolts to 20 ft/lbs torque.

12) Install Pipe-G to the upper portion of the intercooler. To make this easier, remove the 2 12mm bolts that mount the top of the intercooler to the shroud.
This will allow you to pull the intercooler forward. Tighten the 12mm bolt to 20 ft/lbs torque

13) Align all the piping and secure the silicon hose with supplied hose clamps. Then secure the
Pipe-C to the intercooler pipe bracket with the supplied hose clamp.

14) Install 70x70x100mm silicon hose to the charge pipe off from the Turbo. Then install Pipe-H.
Use 70x70x70mm silicon hose to connect Pipe-H to the factory hard pipe located at the lower portion
of the intercooler. Secure the hose clamps after you line up the Pipe-D.

** Double and make sure all the clamps and bolts are secure**
15) Re-install the Diverted pipe back to the diverted valve. **You may need to shorten the pipe a bit in
order to make it aligned properly.
16) Re-install the factory bumper in the reverse sequence of the removal.
**If you need technical support, please email us at info@typeoneracing.com**
Thank you for choosing Type One Racing !
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